
In addition to the standard range of chassis dynamometers developed primarily for passenger car and light 

commercial vehicles, MAHA-AIP also provide a range of specialized systems that are custom designed and 

manufactured to meet with the exacting requirements demanded from our clients.

These include heavy-duty chassis dynamometers for testing commercial trucks, multi-axle vehicles and buses. These 

specialized machines bring a number of unique design challenges that MAHA-AIP have successfully met across 

emissions, endurance, low noise and climatic applications.

Structural Solutions Private Limited exclusively represents MAHA –AIP Inc., GEERMANY in India.Structural Solutions 

Private Limited is a professional engineering company engaged in offering highend technology intensive products to 

various Indian automobile industries
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Chassis Dynamometer for heavy & special vehicles
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The FRP 8x8 has been specially designed for conducting 

end of line quality and final check-out tests on 

commercial vehicles with 2-, 3- and 4 axle

Vehicle component diagnosis by using a variety of 

selectable test programs

Warm-up, through all gear steps in either speed- or 

traction regulation 

lSpeedometer test  
lStandard- and automatic transmission 
lConverter gear clutch 
lDistribution gear box 
lASR-, TCS tests 
lDifferential locking tests 
lEmergency steering pump tests 
lGrinding of the vehicle brakes 
lSpeed- / cruise control tests 
lABS tests 

Testlane for Tractors

Specially designed for end-line quality- and check-out 

tests. Two vehicles can be tested simultaneously on the 

combination „two-axle function roller test stand and brake 

roller test stand

lHigh efficiency and cost reduction
lShort test intervals
lMax axle; load 13 tons

Brake-Performance-Roller Test Stand for Forklifts BL
The BL test stand is a combined brake-performance roller 

test stand especially designed for model-, quality tests


