MEMS Accelerometers || Hydrophones |

e Accelerometers built with a high performance, ®Rugged transducers for Harsh UnderSea
Environment.

e Acoustic Transducers for Ship, Oceanographic
Survey, Seismic Exploration and Industry proximity
sensing

e Under water Transducers with Hemispherical,
Conical, Spherical, Sidescan & Toroidal Beam

low noise, capacitive sensor

e Single axis,surface mount
accelerometers/triaxial accelerometer
Module/tri axial opma fr

e Digital and Analog ASICs allow to produce a
variety of accelerometer products with Digital,

patterns
Analog differential outputs e Very high frequency multi-purpose transmit and
e Responds to DC & AC atéoaker receive pair
e MEMS GYROS High performance Inertial ©40/85/92/140/150/200/215/312kHz Air transducers
Sensors designed for ultrasonic sensor products.

e G-Logger Data Acquisition system: ‘ Wireless Sensors |

e Micro miniature sensors for measurement of

e 8MB of Nowmlatile Flash Memory Displacement, Orientation & Inclination ?’
e Logs AC/DC/REI&SKPAccedtion, e DVRT's with linear stroke lengths upto 38 mm —

e With 1,2,0r 3 axis remoteatAcoeler

AC/Pak/RMSeNcity amrednpeature e Non contact type DVRT's .
LVDT's e Inclinometers & orientation sensors with m
orientation range upto 360 degrees.
e Non contact principle type LVDT's P o e Data loggers with good memory storage
e Analog input & output L S capacity up to 75 days
e Angular displacement sensors with measurement \\«\, ‘3@; e Wireless transmission Sensors for Strain
ranges from 30 to 300 degrees -~ Acceleration and Temperature
e Linear velocity transducers with measurement (\
ranges from 0.5 to 2.4 inches. : &.',é | SSPL calibration services

- e NIST traceable accelerometer calibration
‘ MlcrOPhones | center at our Hyderabad office
e Both externally polarized & prepolarized version e Calibration certificates as per ISO 17025:2005
microphones Norms

e Frequency Range : 10 Hz to 10K Hz

e Amplitude levelsupto 10g

e Calibration of ICP, Charge, Variable
capacitance & MEMS accelerometers

e Single Axis and Multi axis Calibration

e Back to back calibration Methodology

e Preamplifiers with built in TEDS chip e Collection & delivery at SSPL offices

e Free filed, Random Incidence & Pressure response
microphones

e 1/8, 1/4/,1/2,1 inch diameter microphones

e Frequency range upto 140 kHz

e Dynamic range upto 194 dB re. 20 Pa

Complete range of all the above type of sensors along with the
necessary accessories, Re calibration services will be offered

w==p For any further information please feel free to contact us. | JGIUEUNLTELITEENR LR EIE L RO ELEERE I LE A TS
prices with Attractive payment terms for OEM ‘s by Structural
Solutions Private Limited.
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