
Structural Solutions Private Limited

Aug, 2012

NoiseTutor
The Larson Davis Rapid Deployment Noise Monitoring System

www.stsols.com                                                                                       E-Mail: sales@stsols.com

Highlights

?Rapid deployment

?Emailed reports and event notification

?Full data for advanced analysis

?Web publication made easy

?Leverage existing infrastructure

?Remote administration

?User control of system and data

Applications

?

?

?

?

   Environmental NoiseMonitoring

   Construction Noise

   Wind Farm Environmental Impact

 Short/Medium Term Noise Consulting   

Projects

Integrated Internet Solution for Remote Noise Monitoring

Continuous monitoring of environmental data in remote areas has always 

presented a unique set of challenges. Typical solutions involve complex 

installations, frequent visits to remote locations to keep the system fully 

operational and require expert level attention to retrieve and share data 

amongst customers, consultants and project leads.

Additional economic challenges can also present themselves on projects 

that are shorter in duration (e.g. construction sites,wind 

farmcommissioning, concert venues, etc.). In these instances, customers 

often incur the expense of a permanent installationwhen a simple, easily 

deployed, “temporary” solution is all that is required.

The Larson Davis NoiseTutor is an integrated solution, ideally suited to 

address the challenges of remote noise monitoring in an efficient and cost 

effective package. Designed for rapid deployment in a network 

environment,NoiseTutor provides Internet based remote control, a high 

speed network connection for the rapid transfer of large files, event alerts 

and real-time reports published directly to the end user’s website. 

NoiseTutor allows for easy management of any configuration from a single 

system to a network of systems, each of which can be individually 

controlled. A sophisticated power optimization scheme provides individual 

system power management during low power battery operation, to avoid 

the loss of critical data in the event of AC power interruption.

LARSON DAVIS A PCB  PIEZOTRONICS DIV - Inc is uniquely positioned in Acoustics industry to satisfy 

a wide range of applications in research, test, measurement and monitoring in Acoustics field of 

applications.

Structural Solutions Private Limited, the exclusive  representative of PCB group in India is a professional 

engineering company engaged in offering high-end technology intensive products and system solutions 

to Indian industry for automotive applicaitons.

® 

Rapid Deployment 

?

?

Set up in the office including email 

rec ip ient l i s t , operat iona l mode, 

graphing and data transmission options.

 In the field: launch system, connect to 

internet – GO!

Flexible Communication

?

?

?

   On-line publication

   Email update

   Daily data file to central server
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Specification

Electrical

AC input 90 – 240 V, 50 – 60 Hz

Battery runtime (continuous) 6 hrs, typical at 68 °F (20 °C)

Battery runtime (daily wakeup) 1 day, typical at 68 °F (20 °C)

Mechanical

Size W x L x H 18 x 13 x 7 in (46 x 33 x 18 cm)

Weight 18.3 lbs (8.3 kg)

IP Rating Ip65

Environmental

Temperature -40 °F to 140 °F (-40 °C to 60 °C)

Humidity 0 to 99% RH, non-condensing

Standards Compliance

IEC 61672-1 Type 1 when used with Model 831 or SoundTrack LxT1

Available Configuration

NMS021
Complete NoiseTutor Kit including Model 831 Sound 
Level Meter

Components

831-FF Type 1 Sound Level Meter

831-LOG, 831-ELA and 831-OB3 firmware modules

EPS2106-2 Microphone Protection Shroud

EPS041 NoiseTutor Accessory Kit (see below)

EPS041 NoiseTutor Accessory Kit
Outdoor enclosure including gland for AC power and 
mic cable

Surge suppressor (120 – 240V)

Compact Industrial PC with Windows® 7 Pro and 
rated for environmental use -40 °F to 140 °F 
(-40 °C to 60 °C)

LCD Monitor (HDMI connection)

Small, portable, wireless keypad with trackball

Sierra Wireless USB 308 gateway for cellular access 
(uses SIM card)

EXC020 20 ft. (6m) extension cable

Lithium battery w/ charger

CD with manuals and web starter software

SWW-DNA-NT-EV - Event Alert (Email or Web), SMS 
(3G, EDGE) SWW-DNA-NT-CS - Continuous Sound 
Recording

Components

Noise Tutor Options

Instrumentation Tripod (TRP003)

Tripod Mounting Adapter, EPS2106-2 to TRP003 
(ADP034)

Basic Tripod (TRP001)

Items necessary to host website (PC, MS-IIS & FTP.)

SIM card for cell access (supplied by customer)
Software to remotely admin the PC such as logmein, 
radmin or teamviewer

Optional (Customer Supplied)

Run Mode Summary

Offline
Realtime

Publishing

Data Management
Transmission only

Maintenance window
Continuous

IT Requirements
Email Program

Email Connection
Web Server

File Format

Larson Davis SLMDL 
file (native 

SLM-UTILITY G3
Software) .ogg sound 
file with SWW-DNA-
NT-CS option (1 hr 

continuous audio file, 
10k Hz 

bandwidth = 12MB)

Processing Software

SLM-UTILITY-G3
DNA

831/LXT SDK

Sound Recording
Events Only
Continuous

On Events

Remote Maintenance 
Access

YES YES

YES YESLocal Storage of 
Data Files

Typical File Size
15MB (1s Leq with

1/3 octave)
<1MB (1s Leq zipped)

Email Groups

ftp Site
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