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PCB® Piezotronics Inc., USA is uniquely positioned in sensor industry to satisfy a wide range of
research, test, measurement and monitoring.

Explosive, Gun & Impact Testing

Structural Solutions Private Limited, the exclusive representative of PCB®group in India is a
professional engineering company engaged in offering high-end technology intensive products and
system solutions to Indian industry for Blast, Ballistics and Shock Measurement
Highlights :

« Air Blast Measurement

e Underwater Explosion Measurement

- Peak and Total Impulse

 Explosive Research and Structural Loading

» Shock Tube or Closed Bomb Testing

Wave Velocity and/or Time-of-arrival
Determinations

eExplosive Component (e.g., Squib) Lot
Acceptance
Series 113B
High Frequency, General Purpose Pressure Sensors
Highlights
Fast rise time < 1 ysec from quartz element
«Ultra-high resonant frequency of = 500 kHz

Measurement Range: 50 psi, 100 -Frequency-tailored output without the “ringing” characteristic
psi, 1 kpsi etc.. of most other sensors

eInternal acceleration compensation minimizes shock and

Sensitivity: 100 mV/psi, 50 mV/psi, vibration sensitivity

5 mV/psi etc..

Seri@?s 106B
ICP High Intensity, Acoustic Pressure Sensors

Measurement Range: 1 psi, 5 psi, 8.3 psi

Sensitivity: 5000 mV/psi, 500 mV/psi, 300 mV/psi
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O Explosive, Gun & Impact Testing

Series 137
ICP® Free-field Blast Pressure “Pencil” Probe

Highlights

Measurement Range: 50 psi, 250 « Ranges from 50 to 5000 psi (344 to 34,475 kPa)
psi, 500 psi etc..

« ICP® free-field blast pencil probes

* Rise time <4 usec
Sensitivity: 100 mV/psi, 500 mV/psi,
10 mV/psi etc.. « Resonant frequency >500 kHz

Ballistic Pressure Sensors Application

Ammunition and Gun Testing
| *Explosives Testing
*Closed Bombs
*Recoil Mechanisms
*Ultra High-frequency Detonation

Measurement Range: 80 psi, 100 psi, etc..

Sensitivity: 0.07 mV/psi

Temperature: -73 to 135 deg C W series 109C

Impact Force Sensors

Application

- Measurement Range: 10 to 5000 Ib «Crash Testing
- Sensitivity: 500 to 1 mV/Ib
" «Crushing

«Drop Testing
Fatigue Testing
*Fracture Testing

- Measurement Range: 1000 to 5000 Ib
~ Sensitivity: 50 to 1 mV/Ib *Materials Testing

Series 201B
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